
Royal Silicon Clear Top Coat

Generic Description       :Silicon based Clear Sealer.

Uses                                  ::Formulated as Clear Top for protection of interior and exterior 
 building surfaces over Textured coatings. 

Characteristics                :Quick dry. 

   Good weather resistance. 

   low sheen.
Excelent resistance to moisture and fungal growth.
Good UV, water and dust resistance.

Excelent workability.
Odourless.
Non combustible.

Excellent penetration to substrate.

Colour Availability          :Cleat Transperent.

TECHNICAL  DATA

Finish

Specific Gravity

No of Components 

Theoretical Coverage

Pot Life(280C)

Mixing Ratio

Volume Solids

Viscosity

 Matt / SemiGloss

1.02

One

10m2 per liter at 25microns dft

N.A

N.A

Approx 25%

8 sec
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:Formulated as Clear Top for protection of interior and exterior 
 building surfaces over Textured coatings. 

Characteristics                :Quick dry. 



Application losses

Recomended Dry Film 
Thickness

Drying Time(280C)

Thinner

Recoating interval(280C)

Thinner Ratio

Method of Application

PACKING STYLE

20 liters

APPLICATION DATA

THERMO STONE FZE,
PO Box:41838,
Sharjah Hamriyah Free Zone,
Tel        : ++971  65260646,
E mail  : info@thermostones.com ww
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Drying Time(280C)

Recoating interval(280C)

SURFACE PREPERATION

:Approx 45%. Computing of working coverages must take into
 account application losses, substrate irregularities, construction 
 porosity.

:24 - 40 microns per coat

:Surface Dry :30 minutes
 Hard Dry     :2 hours

:Clean water

:2 ⁄ hours

:0 - 10% by volume

:Brush, roller & spray.

.Freshly plastered surface should be allowed to dry out completly. 

.Plaster nibs and Splashes should be scrapped off. Efflorescence, if present, should be removed and 
paint work should only commence when efflorescence has stopped. 

.For previous painted surfaces, care should be taken to ensure a clean surface free from dust, dirt, 
grease and other undesirable residues. 

.Flaking paint works to be treated appropriately by either physical removal or stabilizing with 
property pre-treatments such as vinisea solution prior to painting.  property pre-treatments such as vinisea solution prior to painting.  

For more information, please fell free to contact the following office

Note
The above technical information / values are given to the best of our knowledge based in our in-house laboratory tests carried out as per the 
International standard and our practical experience. However due to different applications, site conditions, surface strength and constraints 
which are beyond our control, we are not liable for any circumstances, due to or relating to the application or usage of our product. We serve 
the right to alter or modify any data given without any prior notice,therefore it is best to contact us should you have any doubts or enquiries


